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Think about the environment –
download our brochures
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HEAVY DUTY. EASY HANDLING.HEAVY DUTY. EASY HANDLING.

The HD 700 is a robust earthmoving tipper for 
transporting earth and bulk materials, offering an 
impressive technical payload of around 30 tonnes. As 
a revised version, it offers numerous optimisations that 
increase both performance and ease of use.

 
The front ram enables unloading at a maximum tilt 
angle and at the same time ensures maximum stability 
and safety – even under difficult operating conditions. 
Even with 650 tyres, the narrow frame remains below 

a total width of 2.55 m, thus complying with legal 
requirements without restricting the full steering angle.

An extended body overhang also prevents the vehicle 
rear from getting dirty and significantly reduces the 
amount of cleaning required during road transport.

The HD700 combines safety, efficiency and practicality 
– for the highest demands in daily earthmoving 
operations.

TECHNICAL SPECIFICATIONS

Interior dimensions of body 7.00 x 2.29 / 2.19 x 1.01 m

Transport volume standard tray 1.01 m 15.5 m3

Transport volume according to ISO 7546*1 Standard body 1.01 m 19.8 m3

Additional payload according to StVZO*2 34.0 t

Maximum technical payload 30.0 t

Support load 4.0 t

Oil requirement / tilt angle 60 l / 55°C

BPW brake axles, axle cross-section 150 x 150 mm / 10 holes

Wheel bearings designed for 13.0 t per axle at 40 km/h

Chassis Air suspension or hydraulically

Axle distance 1.81 m

Traction requirement 140 kW (190 hp)

Empty weight in basic configuration*2 approx. 8.6 t

Appendices 55 - 70 cm

Wheel brake 410 x 180 mm

Brake force regulator automatically load-dependent

Lifting capacity in dry sand approx. 26.0 t

Track width 1.95 m

Total height at tilt angle (55°) 8.42 m

Maximum tipping angle 51°

Vehicle width with reference tyres 600/55 R26.5 2.55 m

Overload height with reference tyres 600/55 R26.5 2.60 m

High tipping capacity and maximum stability thanks to the front ram – a 
principle that has already proven itself in Krampe Halfpipe tippers for 
years.

The new Krampe AluTop ensures safe transport of heavy loads.  
A special highlight: the hydraulic tailgate can be opened even when the 
cover is closed.

*1	 Volume with pouring spout
*2	 Empty weight and payload depend on equipment.  
	  The empty weight is specified with the reference tyres listed.


