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Zusestraße 4, D-48653 Coesfeld, www.krampe.de
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Think about the environment –
download our brochures

THE BIGBODY EVOLUTIONTHE BIGBODY EVOLUTION

The next-generation BigBody 900 builds on the 
successful concept of the ProBody 760 and consistently 
builds on its strengths. The well-designed, side-edged 
body geometry ensures maximum stability and high 
durability  – even with intensive use. The characteristic 
body design of the ProBody  has been adopted  for this 
purpose.

A forward-sloping front wall provides more loading 
volume, and the large viewing window improves visibility 
into the cargo area. The optimised, grain proof body 

construction offers high stability with less dead weight 
– for more payload and efficiency.

The newly developed upper chord allows for easy 
installation of accessories such as silage extensions  or 
load space covers. This ensures that the trailer remains 
adaptable to future requirements.

A hydraulic tailgate completes the robust and practical 
overall concept.

TECHNICAL SPECIFICATIONS

Interior dimensions of body Construction 8.80 / 9.30 x 2.32 / 2.22 x 1.52 m

Transport volume without silage extension 30.6 m3

Transport volume with 60 cm attachment 43.0 m3

Payload in Germany according to to StVZO 24.6 t

Maximum technical payload 28.0 t

Support load 4.4 t

Oil requirement / tilt angle 64 l / 51°C

BPW brake axles, axle cross-section 150 x 150 mm / 10 holes

Wheel bearings designed for 13.0 tonnes per axle at 40 km/h

Air suspension chassis, Two-blade linkage Bellows diameter 360 mm

Axle distance 1.81 - 2.05 m

Traction requirement 140 kW (190 hp)

Empty weight in basic configuration 9.4 t

Appendices 55 - 70 cm

Wheel brake 410 x 180 mm

Brake force regulator automatically load-dependent

Lifting capacity for free-flowing goods 30.0 t

Track width 2.15 m

Tipping height at tipping angle (35° / 49°) 1.22 m / 1.09 m

Maximum tipping angle 51°

Vehicle width*1 2.75 m / 3.00 m

Platform height with reference tyres 600/55 R26.5 1.55 m

BIGBODYBIGBODY900900
TRIDEM BODY TIPPER - PRE-SERIES-MODELTRIDEM BODY TIPPER - PRE-SERIES-MODEL

*1	Option / Equipment dependent


