


22 23

THE PROBODYTHE PROBODY
NEXT LEVEL BODY TIPPERNEXT LEVEL BODY TIPPER

BPW castor steering axles are fitted as standard. Optionally, forced 
steering axles or electronically forced steering axles can be fitted.

The Body supports are connected to the tilting bearing by means of 
a sophisticated screw version.

CLEANLY DESIGNEDCLEANLY DESIGNED
CHASSIS OPTIONSCHASSIS OPTIONS

The ProBody sets new standards in the appearance and 
manufacturing of modern Body tipper. The sophisticated  
side folding of the Construction guarantees maximum 
stability.

The body is grain proof and 2 m high. The hydraulic 
tailgate completes the body design. The Air suspension 
ensures smooth driving behavior, even on unpaved ro-
ads. Comes standard with level control valve and ALB 

control valve for consistent ride height. Large springs in 
combination with 360 mm air bellows ensure maximum 
comfort even with heavy loads. Automatic lowering of 
the chassis during tipping ensures high stability. All 
components are from the truck sector and are robust 
and durable.

The forward-sloping front wall allows maximum utilisation of the load 
volume with a compact chassis. The load's sliding behaviour is signi-
ficantly improved.

A large viewing window in the front wall provides an optimal view 
into the body.

The new body substructure enables a lighter construction with maxi-
mum stability.

The ProBody's body is laser-welded and features a 2.0 m high side 
wall that appears to be made from a single piece.

To enable easy access to the vehicle despite the sloping front wall, 
Krampe has developed a clever folding mechanism for the ladder.

The tried-and-tested air suspension with an axle distance of 1.81 m 
and a two-blade linkage is fitted as standard.

An upper chord bent outwards from the side wall ensures maximum 
stability with reduced weight. A drainage slope prevents unwanted 
dirt deposits.

The ProBody allows for tyres with a diameter of up to 1.60 metres 
(750/60 R 30.5 or 710/55 R 34)).
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BIGBODY SERIESBIGBODY SERIES
AS IF CASTED FROM A SINGLE MOULDAS IF CASTED FROM A SINGLE MOULD

TAILGATETAILGATE
STABLE AND GRAIN PROOFSTABLE AND GRAIN PROOF

The floor assembly is heavily ribbed from below. The body supports 
are made of solid rectangular tubes. The booms under the body as 
well as the centre and corner stanchions are welded all around to 
protect against corrosion.

The side walls are made from a single piece, and the floor sheet is 
also made from a single sheet of metal. The interior is completely 
smooth, and the conical body is 10 cm wider at the rear, making it 
even easier for the load to slide off.

ROBUST AND DURABLEROBUST AND DURABLE
NEATLY CONSTRUCTEDNEATLY CONSTRUCTED

Our BigBody body tippers are made from high- 
quality steel and are weight-optimised. The floor sheet 
and side walls are manufactured from a single piece. 
A completely smooth body finish that can withstand 
a lot. The wide body belts transfer the forces acting 
on the floor assembly to the upper chord. This upper 

body finish is made of solid rectangular tube (100  × 80  
× 5 mm). All components are welded all around to be 
waterproof. This allows us to guarantee maximum trans-
port efficiency and corrosion protection.

TIGHTLY SEALEDTIGHTLY SEALED
HYDRAULICALLY PRESSEDHYDRAULICALLY PRESSED

We manufacture our tailgates from sheet metal, with 
the lower trapezoidal End profile being folded. The hy-
draulic opening with automatic pressure application via 
side-mounted locking hooks, equipped with a Check 
valve and a Load holding valve, ensures reliable closu-
re. The tailgate has a generous Grain chute with a long 
Dosing lever, which can be optionally adapted with ad-
ditional chutes.

A discharge plate for additional tipping capacity for potatoes and 
other loads is available with a total width of 2.55 m and a depth of 
31 cm.

Various chutes can be optionally mounted behind the Grain chute.

The hydraulically opening tailgate is automatically pressed shut by 
the side locking hooks and kept closed under constant pressure.

The tailgate with a 45° drainage slope is self-cleaning. The Grain chu-
te runs in plastic guides and can be mounted on either the left or 
right side.
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ACCESSORIESACCESSORIES
BODYBODY

Additional LED taillights are available as an option at the top of the 
tailgate.

 
Various STOPSHOCK drop sails with tarpaulin dimensions ranging 
from 1.80 x 1.50 m to 1.80 x 2.50 m are available for many models.

For low halls or sensitive transport goods such as potatoes, the body 
height can be reduced to 1.00 metre.

A viewing window can be installed across the entire width of the front 
wall of the Body, with a lattice stone look and plexiglass cover.

Standard bolt-on, width-adjustable mudguards with a very steep ang-
le of attack, on which no load material sticks.

To increase the visibility of the vehicles, reflective tape in white and 
yellow can be fitted to the sides of the vehicle and in red to the ve-
hicle rear.

The heavy-duty tipping bearing with replaceable brass bushings are 
mounted without play. Tridem vehicles are equipped with ball tilting 
bearings as standard.

Removable, sturdy aluminum ladder on the front wall.

Our scissor stabiliser minimises twisting between the chassis and 
construction during tipping and is part of the standard equipment of 
the BigBody 980.

A permanently welded, 200 mm high upper chord is available to in-
crease the volume of the base tray.

High-performance Overloading augers with side discharge and capa-
cities from 20 to 350 t/h.

EXACTLY, BIGBODYEXACTLY, BIGBODY
WE MEET YOUR REQUIREMENTSWE MEET YOUR REQUIREMENTS

There is a wide range of accessories available for our 
BigBody series. From standard adjustable mudguards 
to additional work lights or larger viewing windows to 
overloading augers, you can customise your BigBody  
to suit your needs. We place great importance on the 
highest quality and workmanship for all accessories. 
You will find a large selection of available options on 
the individual product pages on our website.
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ACCESSORIESACCESSORIES
BODYBODY

LOAD SECURINGLOAD SECURING
TARPAULINS AND COVER SYSTEMSTARPAULINS AND COVER SYSTEMS

MORE IMPACTMORE IMPACT
BY INCREASING VOLUMEBY INCREASING VOLUME

We offer more extension options for our BigBodys than 
for any other model series. The Body can be raised by 
40, 60 or 80 cm with an extension. The 80 cm high steel 
extension can be supplemented with a 20 cm high alu-
minium extension to achieve maximum transport volu-
me. Many extensions can also be fitted with grain proof 
or hydraulically foldable sides to further expand your 
transport options.

TRANSPORTED SAFELYTRANSPORTED SAFELY
FROM THE FIELD TO THE FARMFROM THE FIELD TO THE FARM

 
Load securing on agricultural trailers is cruci-
al to ensure not only safety on the road, but also 
the integrity of your load. All covers comply with 
§ 22 StVZO and guarantee safe transport. Our Big-
Body series offers a wide range of cover and 
securing systems. 

The high-quality Krampe AluTop aluminium 
folding roof can be opened and closed in 
just approx. 20 seconds and is available in 
lengths of up to 9.0 metres.

The flip-top Cover system opens and closes 
hydraulically on both sides of the vehicle. 
Also available with one-sided opening.

Changing tarpaulins are a simple but proven system for load securing. The wrap board allows 
the tarpaulin to be rolled up and secured manually.

The aluminium brackets, which can be 
swiveling to the side, open and close the 
Quick-Cover net cover.

A work platform can be mounted on the 
front wall as an option.

The two-sided, hydraulc Krampe FlexTop canopy opens and closes 
in just approx. 15 seconds and can be conveniently controlled from 
the driver's cab.

The side-foldable add-on side walls can be operated hydraulically.

Rubber sealing strips can be used to create a grain proof silage ex-
tension.

Extra-light silage extensions made of aluminum are available in 40 
cm heights.

The 80 cm high steel extensions can be extended by a further 20 cm 
with aluminium extensions.

Silage extensions are available with steel profile side walls with a 
construction height of 60 or 80 cm.
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 CARRIER SERIES CARRIER SERIES
TECHNICAL DATA AND DETAILSTECHNICAL DATA AND DETAILS

TECHNICAL SPECIFICATIONS
TANDEM BODY TIPPER

 BIGBODY460  BIGBODY500  BIGBODY540  BIGBODY550  BIGBODY600  BIGBODY640  BIGBODY650  BIGBODY700  BIGBODY740  BIGBODY750  BIGBODY790

Permissible total weight*1 16 t / 40 km/h 19 t / 40 km/h 19 t / 40 km/h 21 t / 40 km/h 21 t / 40 km/h 22 t / 40 km/h 22 t / 40 km/h 24 t / 40 km/h 24 t / 40 km/h 24 t / 40 km/h 24 t / 40 km/h

Payload in Germany according to StVZO*1 approx. 12.1 t approx. 14.9 t approx. 14.3 t approx. 15.7 t approx. 15.2 t approx. 16.0 t approx. 15.5 t approx. 16.8 t approx. 16.8 t approx. 16.7 t approx. 16.6 t

Technical payload internally approx. 14.0 t approx. 14.9 t approx. 14.8 t approx. 20.0 t approx. 20.0 t approx. 20.5 t approx. 21.0 t approx. 22.0 t approx. 22.0 t approx. 22.0 t approx. 22.0 t

Empty weight*¹ approx. 4.3 t approx. 4.4 t approx. 4.7 t approx. 5.5 t approx. 5.7 t approx. 6.0 t approx. 6.5 t approx. 7.2 t approx. 7.3 t approx. 7.3 t approx. 7.4 t

Permissible support load (max.) 2 t 2 t 2 t 3 t 3 t 4 t 4 t 4 t 4 t 4 t 4 t

Suspended drawbar — — series series series series series series series series series

Appendices 95 / 101 / 106 cm 95 / 101 / 106 cm 55–90 cm 55–90 cm 55–90 cm 55–70 cm 55–70 cm 55–70 cm 55–70 cm 55–70 cm 55–70 cm

Traction requirement (min.) 55 KW (75 HP) 59 KW (80 HP) 59 KW (80 HP) 74 KW (100 HP) 92 KW (125 HP) 102 KW (140 HP) 102 KW (140 HP) 125 KW (170 HP) 125 KW (170 HP) 132 KW (180 HP) 132 KW (180 HP)

Oil requirement / Tilt angle 20 l / 51° 20 l / 51° 20 l / 51° 26 l / 51° 34 l / 51° 34 l / 51° 34 l / 51° 41 l / 49° 41 l / 49° 44 l / 52° 44 l / 52°

Telescopic cylinder 4-stage 4-stage 4-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage

Stroke length 2,305 mm 2,305 mm 2,305 mm 1,805 mm 2,230 mm 2,230 mm 2,230 mm 2,780 mm 2,780 mm 3,225 mm 3,225 mm

Lifting capacity for free-flowing goods approx. 14 t approx. 16 t approx. 15 t approx. 20 t approx. 22 t approx. 21 t approx. 21 t approx. 23 t approx. 23 t approx. 23 t approx. 23 t

Brake axles, load capacity at 40 km/h*2 each 10 t each 10 t each 10 t each 10 t each 10 t each 10 t each 13 t each 13 t each 13 t each 13 t each 13 t

Axle cross-section 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 150 mm 150 mm 150 mm 150 mm 150 mm

Track width 1.95 mm 1.95 m 1.95 m 1.95 m 1.95 m 1.95 m 1.95 m 2.15 metres 2.15 metres 2.15 metres 2.15 metres

Permissible tyre diameter (max.) 1.25 m 1.25 m 1.25 m 1.27 m 1.27 m 1.38 m 1.38 m 1.50 m 1.50 m 1.50 m 1.50 m

Parabolic springs / Load capacity 16 t Parabolic springs 20 t Parabolic springs 20 t Parabolic springs 24 t Parabolic springs 24 t Parabolic springs 24 t Parabolic springs 32 t Parabolic springs Pneumatic suspension Pneumatic suspension Pneumatic suspension Pneumatic suspension

Rear axle support — — — — — — hydraulic Lowering Lowering Lowering Lowering

DIMENSIONS IN METRES  BIGBODY460  BIGBODY500  BIGBODY540  BIGBODY550  BIGBODY600  BIGBODY640  BIGBODY650  BIGBODY700  BIGBODY740  BIGBODY750  BIGBODY790

Body dimensions (internal), conical 4.65 x 2.32 / 
2.22 x 1.52 m

5.05 x 2.32 / 
2.22 x 1.52 m

5.55 x 2.32 / 
2.22 x 1.52 m

5.55 x 2.32 / 
2.22 x 1.52 m

6.00 x 2.32 / 
2.22 x 1.52 m

6.50 x 2.32 / 
2.22 x 1.52 m

6.50 x 2.32 / 
2.22 x 1.52 m

7.00 x 2.32 / 
2.22 x 1.52 m

7.50 x 2.32 / 
2.22 x 1.52 m

7.50 x 2.32 / 
2.22 x 1.52 m

8.00 x 2.32 / 
2.22 x 1.52 m 

Transport volume without attachment 15.7 m³ 17.0 m³ 18.7 m³ 18.7 m³ 20.2 m³ 21.9 m³ 21.9 m³ 23.6 m³ 25.3 m³ 25.3 m³ 26.9 m³

Transport volume with 40 cm attachment 19.8 m³ 21.4 m³ 23.7 m³ 23.7 m³ 25.5 m³ 27.6 m³ 27.6 m³ 29.8 m³ 31.9 m³ 31.9 m³ 33.9 m³

Transport volume with 60 cm attachment 21.8 m³ 23.7 m³ 26.0 m³ 26.0 m³ 28.1 m³ 30.5 m³ 30.5 m³ 32.8 m³ 35.2 m³ 35.2 m³ 37.5 m³

Transport volume with 80 cm attachment — — — — — 33.3 m³ 33.3 m³ 35.9 m³ 38.5 m³ 38.5 m³ 41.0 m³

Transport volume with 80 cm + 20 cm attachment — — — — — 36.2 m³ 36.2 m³ 39.0 m³ 41.8 m³ 41.8 m³ 44.5 m³

Total height at tilt angle 35° / 51° (w) 5.18 / 5.80 m 5.50 / 6.20 m 5.65 / 6.40 m 5.73 / 6.50 m 6.00 / 6.85 m 6.15 / 7.05 m 6.41 / 7.36 m 6.66 m (7.71 m / 49°) 6.70 m (7.60 m / 48°) 7.10 m (8.25 m / 52°) 7.15 m (8.40 m / 52°)

Platform height unloaded (p)
with reference tyres

1.34 m 
560 / 60 R 22.5

1.34 m 
560 / 60 R 22.5

1.34 m 
560/60 R 22.5

1.46 m 
560 / 60 R 22.5

1.46 m 
560 / 60 R 22.5

1.46 m 
560 / 60 R 22.5

1.57 m 
600 / 55 R 26.5

1.53 m 
600 / 55 R 26.5

1.53 m 
600 / 55 R 26.5

1.53 m 
600 / 55 R 26.5

1.53 m 
600 / 55 R 26.5

Tipping height at a tipping angle of 35° / max. (c) 1.15 / 1.12 m 1.15 / 1.12 m 1.00 / 0.92 m 1.18 / 1.10 m 1.18 / 1.10 m 1.04 / 0.95 m 1.30 / 1.20 m 1.20 / 1.01 m 1.06 / 0.95 m 1.20 / 1.01 m 1.01 / 0.95 m

Total length (g) 6.27 m 6.72 m 7.49 m 7.50 m 7.90 m 8.39 m 8.41 m 8.95 m 9.40 m 9.38 m 9.89 m

Total height without attachment (f) 2.86 m 2.86 m 2.86 m 2.96 m 2.96 m 2.96 m 3.11 m 3.07 m 3.07 m 3.07 m 3.07 m

Dimension middle drawbar eye /
middle rear trailer coupling 6.00 m 6.41 m 6.84 m 6.90 m 7.40 m 7.64 m 7.87 m 8.38 m 8.41 m 8.80 m 9.10 m

Lower edge of chassis tube (b) 0.91 m 0.91 m 0.91 m 0.93 m 0.93 m 0.93 m 1.02 m 0.98 m 0.98 m 0.98 m 0.98 m
*1	Empty weight and payload depend on equipment. The empty weight is specified with the reference tyres listed.
*2	We use 10-hole axles from the manufacturer BPW. All axles are equipped with automatic slack adjusters (AGS), 
	 and an air brake (dual-line system) and an ALB valve are also standard features.

	Carrier series
	Customized

	 For export vehicles, higher payloads are sometimes permitted under national homologation.
	 The technical data is non-binding. We reserve the right to make design changes.



ws
35°

a

h

wf

pcb

m

l
35°/51°

g

3332

 INDIVIDUAL CONSTRUCTION INDIVIDUAL CONSTRUCTION
TECHNICAL DATA AND DETAILSTECHNICAL DATA AND DETAILS

*1	Empty weight and payload depend on equipment. The empty weight is specified with the reference tyres listed.
*2	We use 10-hole axles from the manufacturer BPW. All axles are equipped with automatic slack adjusters (AGS), 
	 and an Air brake (dual-line system) and an ALB valve are also standard features.
*3	24 t permissible gross weight in Germany only permissible with Axle distance of 1.81 m. Single axle load of 10 t possible.
*4	34 t permissible total weight in Germany only permissible with Axle distance of 1.81 m. Single axle load of 10 t possible.

	Carrier series
	Customized

	 For export vehicles, higher payloads are sometimes permitted under national homologation.
	 The technical data is non-binding. We reserve the right to make design changes.

TECHNICAL SPECIFICATIONS
TANDEM BODY TIPPER TRIDEM BODY TIPPER

 BIGBODY460  BIGBODY500  BIGBODY540  BIGBODY550  BIGBODY600  BIGBODY640  BIGBODY650  BIGBODY700  BIGBODY740  BIGBODY750  BIGBODY790   PROBODY760  BIGBODY800  BIGBODY900  BIGBODY980

Permissible total weight*1 16 t / 40 km/h 19 t / 40 km/h 19 t / 40 km/h 21 t / 40 km/h 21 t / 40 km/h 22 t / 40 km/h 22 t / 40 km/h 24 t / 40 km/h*3 24 t / 40 km/h*3 24 t / 40 km/h*3 24 t / 40 km/h*3 24 t / 40 km/h*3 31 t (34 t*4) / 40 km/h 31 t (34 t*4) / 40 km/h 34 t / 40 km/h*4

Payload in Germany according to StVZO*1 approx. 12.1 t approx. 14.9 t approx. 14.8 t approx. 15.8 t approx.  15.2 t approx.  16.5 t approx. 15.5 t approx. 17.2 t approx. 17.1 t approx. 17.0 t approx. 16.9 t approx. 16.7 t approx. 22.9 t (25.9 t) approx. 22.7 t (25.7 t) approx. 25.6 t

Technical payload internally approx. 14.0 t approx. 14.9 t approx. 14.8 t approx. 21.0 t approx.  20.0 t approx.  20.5 t approx. 21.0 t approx. 22.0 t approx. 22.0 t approx. 22.0 t approx. 22.0 t approx. 22.0 t approx. 28.0 t approx. 28.0 t approx. 28.0 t

Empty weight*¹ approx. 3.9 t approx. 4.1 t approx. 4.2 t approx. 5.2 t approx.  5.8 t approx.  5.5 t approx. 6.5 t approx. 6.8 - 7.6 t approx. 6.9 - 7.9 t approx. 7.0 - 8.0 t approx. 7.1 - 8.3 t approx. 8.0 t approx. 8.1 - 9.7 t approx. 8.3 - 10.2 t approx. 8.4 - 10.5 t

Permissible support load (max.) 2 t 2 t 2 t 3 t 3 t 4 t 4 t 4 t 4 t 4 t 4 t 4.0 t 4 t 4 t 4 t

Suspended drawbar optional optional optional series series series series series series series series series series series series

Appendices 95/ 101/ 106 cm 
55–85 cm

95/ 101/ 106 cm 
55–85 cm 55 - 90 cm 55 - 90 cm 55 - 90 cm 55 - 70 cm 55 - 70 cm 55 - 70 cm 55 - 70 cm 55 - 70 cm 55 - 70 cm  55 - 70 cm 55 - 70 cm 55 - 70 cm 55 - 70 cm

Traction requirement (min.) 55 KW (75 HP) 59 KW (80 HP) 59 KW (80 HP ) 74 KW (100 HP ) 92 KW (125 HP) 102 KW (140 HP) 102 KW (140 HP) 125 KW (170 HP) 125 KW (170 HP) 132 KW (180 HP) from 132 KW (180 HP) from 132 KW (180 HP)  140 KW (190 HP)  140 KW (190 HP) 147 KW (200 HP)

Oil requirement / Tilt angle 20 l / 51° 20 l / 51° 20 l / 51° 26 l / 51° 34 l / 51° 34 l / 51° 34 l / 51° 41 l / 49° 41 l / 49° 44 l / 52° 44 l / 52° 47 l / 49° 60 l / 51° 64 l / 51° 64 l / 48°

Telescopic cylinder 4-stage 4-stage 4-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage 5-stage 6-stage 5-stage 5-stage 5-stage

Stroke length 2,305 mm 2,305 mm 2,305 mm 1,805 mm 2,230 mm 2,230 mm 2,230 mm 2,780 mm 2,780 mm 3,225 mm 3,225 mm 3,760 3,225 mm 3,425 mm 3,425 mm

Lifting capacity for free-flowing goods approx. 14 t approx. 16 t approx. 15 t approx. 20 t approx. 22 t approx. 21 t approx. 21 t approx. 23 t approx. 23 t approx. 23 t approx. 23 t approx. 23 t approx. 29 t approx. 30 t approx. 30 t

Brake axles, load capacity at 40 km/h*2 each 10 t each 10 t each 10 t each 10  / 13 t each 10  / 13 t each 10 t each 13 t each 13 t each 13 t each 13 t each 13 t each 13 t each 13 t each 13 t each 13 t

Axle cross-section 120 mm 120 mm 120 mm 120 / 150 mm 120 / 150 mm 120 mm 150 mm 150 mm 150 mm 150 mm 150 mm 150 mm 150 mm 150 mm 150 mm

Track width 1.95 m 1.95 m 1.95 m 1.95 m (2.15 m) 1.95 m (2.15 m) 1.95 m 1.95 m (2.15 m) 1.95 m (2.15 m) 1.95 m (2.15 m) 1.95 m (2.15 m) 1.95 m (2.15 m) 2.15 m 2.15 m 2.15 m 2.15 m

Permissible tyre diameter (max.) 1.25 m 1.25 m 1.25 m 1.27 m 1.27 m (1.38 m) 1.38 m 1.38 m 1.50 m 1.50 m 1.50 m 1.50 m 1.50 m 1.38 m (1.50 m) 1.38 m (1.50 m) 1.50 m

Parabolic springs / Load capacity 16 t 20 t 20 t 24 t 24 t 24 t 32 t 32 t 32 t 32 t Pneumatic suspension Pneumatic suspension 36t 36t Pneumatic suspension

Rear axle support – – – optional optional – hydr. / series hydr. / series hydr. / series hydr. / series lowering lowering – – Lowering

DIMENSIONS IN METRES  BIGBODY460  BIGBODY500  BIGBODY540  BIGBODY550  BIGBODY600  BIGBODY640  BIGBODY650  BIGBODY700  BIGBODY740  BIGBODY750  BIGBODY790   PROBODY760  BIGBODY800  BIGBODY900  BIGBODY980

Body dimensions (internal), conical 4.65 x 2.32 / 
2.22 x 1.52 m

5.05 x 2.32 / 
2.22 x 1.52 m

5.55 x 2.32 / 
2.22 x 1.52 m

5.55 x 2.32 / 
2.22 x 1.52 m

6.0 0x 2.32 / 
2.22 x 1.52 m

6.50 x 2.32 / 
2.22 x 1.52 m

6.50 x 2.32 / 
2.22 x 1.52 m

7.00 x 2.32 / 
2.22 x 1.52 m

7.50 x 2.32 / 
2.22 x 1.52 m

7.50 x 2.32 / 
2.22 x 1.52 m

8.00 x 2.32 / 
2.22 x 1.52 m

8.00 / 7.50 x 2.32 / 
2.22 x 2.00 m

8.00 x 2.32 / 
2.22 x 1.52 m

9.00 x 2.32 / 
2.22 x 1.52 m

9.80 x 2.32 / 
2.22 x 1.52 m

Transport volume without attachment 15.7 m³ 17.0 m³ 18.7 m³ 18.7 m³ 20.2 m³ 21.9 m³ 21.9 m³ 23.6 m³ 25.3 m³ 25.3 m³ 26.9 m³ 34.3 m3 26.9 m³ 30.3 m³ 32.9 m³

Transport volume with 30 cm attachment – – – – – – – – – – – 40.00 m3 – – –

Transport volume with 40 cm attachment 19.8 m³ 21.4 m³ 23.7 m³ 23.7 m³ 25.5 m³ 27.6 m³ 27.6 m³ 29.8 m³ 31.9 m³ 31.9 m³ 33.9 m³ – 33.9 m³ 38.2 m³ 41.5 m³

Transport volume with 60 cm attachment 21.8 m³ 23.7 m³ 26.0 m³ 26.0 m³ 28.1 m³ 30.5 m³ 30.5 m³ 32.8 m³ 35.2 m³ 35.2 m³ 37.5 m³ – 37.5 m³ 42.2 m³ 45.8 m³

Transport volume with 80 cm attachment – – – – – 33.3 m³ 33.3 m³ 35.9 m³ 38.5 m³ 38.5 m³ 41.0 m³ – 41.0 m³ 46.1 m³ 50.1 m³

Transport volume with 80 cm + 20 cm attachment – – – – – 36.2 m³ 36.2 m³ 39.0 m³ 41.8 m³ 41.8 m³ 44.5 m³ – 44.5 m³ 50.1 m³ 54.4 m³

Total height at tilt angle 35° / 51° (w) 5.18 / 5.80 m 5.50 / 6.20 m 5.65 / 6.40 m 5.73 / 6.50 m 6.00 / 6.85 m 6.15 / 7.05 m 6.41 / 7.36 m 6.70 / 7.75 m / 49° 6.70 / 7.60 m / 48° 7.10 / 8.25 m / 52° 7.15 / 8.40 m / 52° – 7.20 / 8.45 m 7.65 / 8.79 m / 48° 7.95 / 9.21 m / 48°

Height of side tipper (ws) – – – 4.06 m 4.06 m – 4.20 m 4.20 m – 4.20 m – – 4.20 m 4.20 m –

Platform height unloaded (p)
with reference tyres

1.34 m
560 / 60-22.5

1.34 m
560 / 60-22.5

1.34 m
560 / 60-22.5

1.46 m
560 / 60 R 22.5

1.46 m
560 / 60 R 22.5

1.46 m
560 / 60 R 22.5

1.57 m
600 / 55 R 26.5

1.57 m
600 / 55 R 26.5

1.57 m
600 / 55 R 26.5

1.57 m
600 / 55 R 26.5

1.53 m
600 / 55 R 26.5

1.55 m
600 / 55 R 26.5

1.57 m
600 / 55 R 26.5

1.57 m
600 / 55 R 26.5

1.53 m
600 / 55 R 26.5

Tipping height at a tipping angle of 35° / max. (c) 1.15 / 1.12 m 1.15 / 1.12 m 1.00 / 0.92 m 1.18 / 1.10 m 1.18 / 1.10 m 1.04 / 0.95 m 1.30 / 1.20 m 1.30 / 1.20 m 1.10 / 0.90 m 1.30 / 1.20 m 1.12 / 1.01 m 7.63 m 1.30 / 1.20  m 1.10 / 0.98  m 0.94 / 0.78 m

Total length (g) 6.27 (6.57) m 6.72 (6.97) m 7.20 (7.49) m 7.50 m 7.90 m 8.39 m 8.41 m 8.95 m 9.40 m 9.38 m 9.89 m 9.44 m 9.93 m 10.93 m 11.79 m

Total height without attachment (f) 2.86 m 2.86 m 2.86 m 2.96 m 2.96 m 2.96 m 3.11 m 3.11 m 3.11 m 3.11 m 3.07 m 3.59 m 3.11 m 3.11 m 3.11 m

Maß Mitte-hitch ring  / 
Centre rear tow hitch 6.00 (6.30) m 6.41 (6.66) m 6.55 (6.84) m 6.90 m 7.40 m 7.64 m 7.87 m 8.38 m 8.40 m 8.80 m 9.10 m 8.66 m 9.40 m 10.15 m 10.55 m

Lower edge of chassis tube (b) 0.91 m 0.91 m 0.91 m 0.93 m 0.93 m 0.93 m 1.02 m 1.02 m 1.02 m 1.02 m 0.98 m 0.98 m 1.02 m 1.02 m 0.98 m
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TYRESTYRES
WE ARE HAPPY TO ADVISE YOUWE ARE HAPPY TO ADVISE YOU

Manufacturer's specifications may vary

The overview provides detailed information about 
tyre dimensions and tread patterns from leading ma-
nufacturers. Since not all requirements, e. , for off-road 
tyres and road suitability can be combined, we list all 
common wheels. We will be happy to advise you on 
selecting the optimal tyres for your desired application 
in combination with the technical capabilities of your 
vehicle.

Vredestein
Flotation Trac

Nokian
CT BAS

Nokian
Country King

Alliance
Profile 380

Alliance
Profile 390

BKT
FL 630

BKT
FL 693

Aeolus
AE 74

Aeolus
AE 77

Michelin
Profile XS

Michelin
Trail X-BIB

DIMENSION HEIGHT (MM) MAXIMUM WIDTH (MM) LOAD INDEX

385 / 55 R 22.5 1,001 380 160 J

385 / 65 R 22.5 1,060 390 160 F

425 / 65 R 22.5 1,122 425 165 F

445 / 65 R 22.5 1,150 450 168 K

525 / 65 R 20.5 1,200 521 173 F

24 R 20.5 1,378 604 176 F

500 / 60 R 22.5 1,180 513 155 D

560 / 45 R 22.5 1,080 545 152 D

560 / 60 R 22.5 1,251 570 161 D

580 / 65 R 22.5 1,300 586 166 D

600 / 50 R 22.5 1,181 616 159 D

600 / 55 R 22.5 1,245 600 162 E

650 / 50 R 22.5 1,235 650 163 E

600 / 55 R 26.5 1,348 626 165 D

620 / 55 R 26.5 1,340 620 166 D

650 / 55 R 26.5 1,360 645 167 E

650/65 R 26.5 1,522 664 182 D

710 / 50 R 26.5 1,390 730 170 E

750 / 45 R 26.5 1,350 750 170 E

600 / 60 R 30.5 1,496 639 169 D

650/65 R 30.5 1,621 650 176 D

710 / 50 R 30.5 1,495 727 167 D

710/55 R 34 1,656 710 169 D

750/60 R 30.5 1,675 754 181 D

CONTACTCONTACT
ALWAYS THERE FOR YOUALWAYS THERE FOR YOU

OUR SPECIALIST RETAILER
www.krampe.de/en/dealer

OUR SALES TEAM
www.krampe.de/en/distribution

ALL VEHICLE INFORMATION
www.krampe.de/en/products

SERVICE & SPARE PARTS
my.krampe.de

KRAMPE –KRAMPE –
ALWAYS AVAILABLEALWAYS AVAILABLE
A strong team of sales colleagues and over 50 dealers 
in more than 25 countries are happy to assist you from 
consultation to service. Benefi t from our strong network 
throughout Europe.

You can fi nd everything you need quickly and easily on-
line: the contacts of our specialist dealers, the details of 
our sales team, our portal for service and spare parts, 
and all vehicle information. We are here for you.
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Think about the environment –
download our brochures


