










20 2120 21

BODYBODY
SIDE WALLSSIDE WALLS

CHASSISCHASSIS
SMART DESIGN – APPLIES TO ALL FLEXBODY TYPESSMART DESIGN – APPLIES TO ALL FLEXBODY TYPES

Sliding hinges can be freely adjusted in Krampe's own rolled profile 
so that the solid locking hooks always engage correctly.

The side walls with rolled profiles are an in-house design by Kram-
pe. The folds serve to reinforce the structure and also give the tip-
per body a modern design. 

The underride guard is COC certified and designed to minimise dirt 
accumulation.

BPW axles stand for reliability and durability. With an EU Type ap-
proval of 40, km/h, they are fitted as standard on all TDK and ZDK 
models.

The parabolic suspension is fitted as standard on the TDK and ZDK 
models, ensuring solid handling characteristics under a wide range 
of operating conditions.

An air suspension system is available as an option for the TDK18 
and ZDK18. Krampe relies on proven quality for its air suspension 
systems to ensure particularly comfortable driving behavior.

The chassis of the ZDK18 and TDK18 is height-adjustable, allowing 
different tyre sizes to be used. This keeps the bridge height and 
centre of gravity as low as possible.

Vertically, bolted aluminium profiles with rubber seals provide  
additional sealing and can be easily replaced if necessary.

The locking and end locking lever reliably closes the side walls. A 
deflection optimises power transmission, while the dead centre ki-
nematics ensure that the levers do not open automatically in the 
event of vibrations.

The horizontal stainless steel seal closes the body rapeseed proof, 
is frost-proof and provides a reliable seal thanks to the pressure 
exerted by the side wall on the floor sheet.

The locking lever on the side wall secures the side wall firmly in 
position and is additionally secured by locking pins.

The impact-resistant three-chamber rear lights are supplemented 
by side marker lights. Highly visible lighting contributes significantly 
to safety.
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BODYBODY
TIPPING CYLINDER & MIDDOT; MUDGUARDTIPPING CYLINDER & MIDDOT; MUDGUARD

BODYBODY
SIDE WALLS · INTERIOR · TIPPING DEVICESIDE WALLS · INTERIOR · TIPPING DEVICE

With internal dimensions of 2.42 × 5.00 m, the cargo space of the 
ZDK18 and TDK18 offers enough room to safely store up to twelve 
pallets on the floor. This allows materials and goods to be loaded 
and transported efficiently.

Bolts are used in the tipping bearing to switch between sideways 
and rear tipping. These are designed in such a way that incorrect 
use is impossible.

A tension chain is mounted in the centre of the load compartment, 
which can be hooked into either the upper or lower side wall. Even 
with the tension chain mounted, the side walls can be opened wit-
hout any problems.

Knurled levers adapt perfectly to the available space and remain easy 
to operate. Rubberised gripsurfaces ensure a secure hold – even in 
frosty and wet conditions.

The side walls can be locked quickly and easily with spring-loaded 
bolts. Both the hinge and the bolt can be moved freely in the side 
walls so that they can be aligned with each other.

The ZDK and TDK allow lateral tipping angles of up to 42° and tipping angles to the rear up to 51°. 
This allows the load to be emptied safely and completely from the loading area.

Plastic mudguards protect the chassis from dirt. At ZDK, they are 
fitted to both axles.

The telescopic cylinder is mounted in a gimbal ring. This prevents 
tension in the cylinder during the tipping process.

At the rear of the trailer, all necessary connections are clearly ar-
ranged and easily accessible. Here you will find the air connections 
for the braking system, the 7-pin socket for the lighting, and the 
hydraulic connections.
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The one-piece FlipTop cover can be closed hydraulically and is spe-
cially adapted to the FlexBody models.

At the end stop, the tarpaulin can be tensioned by "over-turning". 
The crank is secured by a simple mechanism. This system was de-
veloped by Krampe. The system can be attached on either the left 
or right side.

Cover tarps are a simple, tried-and-tested system for load securing. 
The roll-up tube allows the tarpaulin to be rolled up and secured 
manually. The foldable ridge prevents the tarpaulin from sagging 
and ensures that rainwater drains away reliably.

The FlipTop can be mounted on the left or right side. When closed, 
the Trailer can be tilted.

  
SAVELY TRANSPORTED – FROM THE SAVELY TRANSPORTED – FROM THE 
FIELD TO THE FARMFIELD TO THE FARM
Load securing on agricultural trailers is crucial to ensure 
not only safety on the road but also the integrity of your 
load. All covers comply with § 22 StVZO (German Road 
Traffic Regulations) and guarantee safe transport.

A hydraulic tailgate opening is available as an option for all models, 
making operation easier and offering additional convenience.

Optionally, a discharge chute or discharge pipe can be installed be-
hind the discharge slide to facilitate targeted unloading.

The grain chute runs in plastic guides. The lever can be mounted on 
either the left or right side.

The optional platform on the front wall provides a secure footing 
and makes it easier to perform tasks such as opening or closing a 
cover tarp.

Side wall springs relieve the weight of the side walls. When opening 
or closing, they absorb part of the load, thereby reducing the force 
required for operation. The side wall springs can remain mounted 
when the wall is swinging.

A 3-way valve can be used to control whether the front tipper, the 
rear tipper or both are tipped simultaneously.

LOAD SECURINGLOAD SECURING
TARPAULINS AND COVER SYSTEMSTARPAULINS AND COVER SYSTEMS

ACCESSORIESACCESSORIES
OPTIONAL EQUIPMENTOPTIONAL EQUIPMENT
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CONTACTCONTACT
ALWAYS THERE FOR YOUALWAYS THERE FOR YOU

OUR SPECIALIST RETAILER
www.krampe.de/en/dealer

OUR SALES TEAM
www.krampe.de/en/distribution

ALL VEHICLE INFORMATION
www.krampe.de/en/products

SERVICE & SPARE PARTS
my.krampe.de

KRAMPE –KRAMPE –
ALWAYS AVAILABLEALWAYS AVAILABLE
A strong team of sales colleagues and over 50 dealers 
in more than 25 countries are happy to assist you from 
consultation to service. Benefi t from our strong network 
throughout Europe.

You can fi nd everything you need quickly and easily on-
line: the contacts of our specialist dealers, the details of 
our sales team, our portal for service and spare parts, 
and all vehicle information. We are here for you.

Michelin
Profi le XS

Michelin
Trail X-BIB

Aeolus
AE 74

Aeolus
AE 77

BKT
FL 630

BKT
FL 693

Alliance
Profi le 380

Alliance
Profi le 390

Road profi le 
for lorries

Vredestein
Flotation Pro

Vredestein
Flotation Trac

Nokian
CT BAS

Nokian
Country King

Manufacturer's specifi cations may vary

The overview provides detailed information about tyre 
dimensions and tread patterns from leading manu-
facturers. Since not all requirements e. g., for off-road 
tyres and road suitability can be combined, we list all 
common wheels. We will be happy to advise you on 
selecting the optimal tyres for your desired application 
in combination with the technical capabilities of your 
vehicle.

DIMENSION HEIGHT (MM) MAX. WIDTH (MM) LOAD INDEX

385 / 55 R 22.5 1.001 380 160 J

385 / 65 R 22.5 1.060 390 160 F

425 / 65 R 22.5 1.122 425 165 F

445 / 65 R 22.5 1.150 450 168 K

525 / 65 R 20.5 1.200 521 173 F

24 R 20.5 1.378 604 176 F

500 / 60 R 22.5 1.180 513 155 D

560 / 45 R 22.5 1.080 545 152 D

560 / 60 R 22.5 1.251 570 161 D

580 / 65 R 22.5 1.300 586 166 D

600 / 50 R 22.5 1.181 616 159 D

600 / 55 R 22.5 1.245 600 162 E

TYRESTYRES
WE ARE HAPPY TO ADVISE YOUWE ARE HAPPY TO ADVISE YOU
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KRAMPE FAHRZEUGBAU GMBH
Zusestraße 4, D-48653 Coesfeld, www.krampe.de
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Think about the environment –
download our brochures


