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DURABLE
RELIABLE

STABLE VALUE

KRAMPE 
RADIUM 

Work lights illuminate the work area perfectly. You can choose to 
have two or four lights fi tted: two at the front and two at the rear. 
These are controlled via a separate control box.

A central lubrication point allows four bearings on the scraper fl oor 
defl ection and six bearings on the PTO drive to be lubricated. 
A practical option for simple and effi cient maintenance.

The bellows pressure gauge provides a reference value for the load 
on the vehicle and can be used on vehicles with air suspension.

Optionally available with standard or AI Rear view camera with per-
son detection – both in robust design for agricultural use.

The LED taillights located at the top increase road safety as they 
are more visible.

ACCESSORIESACCESSORIES
OPTIONAL EQUIPMENTOPTIONAL EQUIPMENT

The BPW AgroHub turns the axle into a data interface: sensors record 
driving status, load and operating times in real time. This enables 
evaluations to be made in the associated app to optimise vehicle use.
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SAFE TRANSPORT –SAFE TRANSPORT –
FROM THE FIELD TO THE FARMFROM THE FIELD TO THE FARM
Load securing on agricultural trailers is crucial to ensure 
not only safety on the road, but also the integrity of 
your load. All covers comply with § 22 StVO (German 
Road Traffi c Regulations) and guarantee safe transport. 

TECHNICAL SPECIFICATIONSTECHNICAL SPECIFICATIONS
& DETAILS& DETAILS

The two-sided hydraulic soft top opens and closes in just 15 seconds and can be conveniently controlled from the 
driver's cab. Reliable operation is guaranteed even in winds or when the vehicle is at an angle.

LOAD SECURINGLOAD SECURING
COVER SYSTEMSCOVER SYSTEMS

TECHNICAL SPECIFICATIONS
TANDEM TRIDEM

 RADIUM 830S  RADIUM 1060S

Payload according to StVZO*1 24 t / 40 kilometres per hour 34 t / 40 km/h

Technical payload*1 approx. 22.0 t approx. 28.0 t

Empty weight*1 approx. 8.6 t approx. 10.3 t

Traction requirement (min.) from 125 hp from 180 hp

Ball head coupling 80– mm,
permissible support load 4.0 t 4.0 t

Suspended drawbar standard standard

Appendices 50 - 65 cm 50 - 65 cm

Traction requirement (min.) 92 kW (125 hp) 132 kW (180 hp)

oil demand 10 litres 10 litres

Axle cross-section 150 x 150 150 x 150

Track width 2.15 m 2.15 m

Permissible tyre diameter (max.) 1.500 mm 1.500 mm

Suspension 24 t 32 t

Chassis Boggie, air or hydraulic chassis air or hydraulic chassis

Unloading time for silage maize  approx. 45 seconds at 1000 rpm /min  approx. 45 seconds at 1000 rpm /min

maximum unloading weight approx. 24.0 t
(highly dependent on load)

approx. 34.0 t
(highly dependent on load)

DIMENSIONS IN METRES (
)

 RADIUM 830S  RADIUM 1060S

Body dimensions (inside) 8.30 x 2.35 / 2.40 x 2.12 m 10.30 x 2.35 / 2.40 x 2.12 m

Transport volume 
(water) 42 m3 52 m3

Floor sheet galvanised galvanised

loading height at
Tyres (H) 3.95 m with 30.5" tyres 3.95 m with 30.5" tyres

Total length (L) 9.78 m 11.65 m

Tyre recommendation 710/55 R30.5 710/55 R30.5

*1 Empty weight and payload depend on the respective equipment
*2, Volume with pouring spout
*3 Option at extra cost

 Customized

 For export vehicles, higher payloads are sometimes permitted under national homologation.
 The technical data is non-binding. We reserve the right to make design changes.

inner length
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CONTACTCONTACT
ALWAYS THERE FOR YOUALWAYS THERE FOR YOU

OUR SPECIALIST RETAILER
www.krampe.de/en/dealer

OUR SALES TEAM
www.krampe.de/en/distribution

ALL VEHICLE INFORMATION
www.krampe.de/en/products

SERVICE & SPARE PARTS
my.krampe.de

KRAMPE –KRAMPE –
ALWAYS AVAILABLEALWAYS AVAILABLE
A strong team of sales colleagues and over 50 dealers 
in more than 25 countries are happy to assist you from 
consultation to service. Benefi t from our strong network 
throughout Europe.

You can fi nd everything you need quickly and easily on-
line: the contacts of our specialist dealers, the details of 
our sales team, our portal for service and spare parts, 
and all vehicle information. We are here for you.

DIMENSION HEIGHT (MM) MAX. WIDTH (MM) LOAD INDEX

600 / 55 R 26.5 1,348 626 165 D

620 / 55 R 26.5 1,340 620 166 D

650 / 55 R 26.5 1,360 645 167 E

710 / 50 R 26.5 1,390 730 170 E

750 / 45 R 26.5 1,350 750 170 E

800 / 45 R 26.5 1,395 815 174 D

600 / 60 R 30.5 1,496 639 169 D

710 / 50 R 30.5 1,495 727 167 D

800 /45 R 30.5 1,495 815 181 D

Vredestein
Flotation Pro

Vredestein
Flotation Trac

Aeolus
AE 74

Michelin
Trail X-BIB

BKT
FL 630

BKT
FL 693

Alliance
Profi le 380

Alliance
Profi le 390

Alliance
882

Nokian
CT BAS

Manufacturer's specifi cations may vary

The overview provides detailed information about tyre 
dimensions and tread patterns from leading manufac-
turers. Since not all requirements, e. , for off-road tyres 
and road suitability can be combined, we list all com-
mon wheels. We will be happy to advise you on the 
selection of the optimal tyres for the desired application 
in combination with the technical capabilities of the ve-
hicle.

TYRESTYRES
WE ARE HAPPY TO ADVISE YOUWE ARE HAPPY TO ADVISE YOU
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KRAMPE FAHRZEUGBAU GMBH
Zusestraße 4, D-48653 Coesfeld, www.krampe.de
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Think about the environment –
download our brochures


