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A ladder is provided as standard. Additional space has been deli-
berately incorporated at the front to allow convenient access to the 
interior.

When the tailgate is opened, the underride guard is automatically 
raised hydraulically. This increases safety, e.g, when pushing off on 
the pit, and reduces the driver's workload thanks to automated pro-
cesses.

The large grain chute ( 46 x 34 cm) runs in plastic guides. The lever 
can be mounted on either the left or right side. 

The sturdy quarter-shell mudguards keep the chassis clean and can 
be adjusted as required.

Thanks to its parallel construction, the RamBody tub has the same 
width at the front and rear. The Push blade closes tightly with the 
outer wall at both the front and rear.

The BPW AgroHub turns the axle into a data interface: sensors record 
driving status, load and operating times in real time. This enables 
evaluations to be made in the associated app to optimise vehicle use.

The ISOBUS control system allows you to control all hydraulic func-
tions such as the push wall, tailgate, canopy and underride guard. 
Automatic modes simplify work processes, and all functions can be 
freely assigned to the tractor joystick thanks to AUX-N.

The EBS system electronically controls the pneumatic braking system 
and combines ABS, load-dependent braking (ALB) and roll stability 
support (RSS). Additional Air suspension functions can be integrated 
as an option. The OptiLink app allows the system to be conveniently 
operated via smartphone or tablet.

The push blade mechanism with closed tailgate allows the load to be 
compacted. An integrated pressure relief valve protects the tailgate 
from deformation and unwanted high pressure loads.

Work lights illuminate the working area optimally. Either two or four 
lights can be fi tted: two at the front and two at the rear. These are 
controlled via a separate control box.

Instead of the standard mechanical foldable design, a hydraulic silage 
fl ap is available as an option. It allows convenient and quick opening 
directly from the tractor.

ACCESSORIESACCESSORIES
OPTIONAL EQUIPMENTOPTIONAL EQUIPMENT

EQUIPMENTEQUIPMENT
SERIALSERIAL

The standard mechanical silage fl ap makes loading via the tractor 
easier.
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A 30- cm high aluminum extension is available for all RamBody mo-
dels – ideal for additional Transport volume with low Empty weight. 
Thanks to the sloping edges, dirt deposits are minimised.

The RamBody 680 has a 60 cm high extension, including the tailga-
te. It can be optionally made foldable mechanically at the sides and 
is easy to raise or lower using a hand crank. The loading volume is 
increased by a full 5.8 m³. Quick release fasteners enable secure, tool-
free locking. 

The Fliptop Cover system opens and closes hydraulically. Available 
with opening on one or both sides of the vehicle.

The aluminium brackets, which can be swiveling to the side, open and 
close the mesh of the QuickCover.

The two-sided, hydraulc Krampe FlexTop cover opens and closes in 
just approx. 15 seconds and can be conveniently controlled from the 
driver's cab. With an installation height of approx. 8 cm, the FlexTop 
is unrivalled on the market.

TECHNICAL DATATECHNICAL DATA
AND DETAILSAND DETAILS

ESSAYSESSAYS
MORE VOLUME THANKS TO INCREASED LOAD SPACEMORE VOLUME THANKS TO INCREASED LOAD SPACE

LOAD SECURINGLOAD SECURING
TARPAULINS AND COVER SYSTEMSTARPAULINS AND COVER SYSTEMS

SAFE TRANSPORT –SAFE TRANSPORT –
FROM THE FIELD TO THE FARMFROM THE FIELD TO THE FARM
Load securing on agricultural trailers is crucial to ensure 
not only safety on the road, but also the integrity of 
your load. All covers comply with § 22 StVO (German 
Road Traffi c Regulations) and guarantee safe transport. 
A wide range of cover and load securing systems is 
available for the RamBody series push-off trailers.

TECHNICAL SPECIFICATIONS
TANDEM TRIDEM

 RAMBODY680  RAMBODY750  RAMBODY900

Permissible total weight*1 22 t / 40 km/h 22 t  (24 t*3) / 40 km/h 31 t  (34 t*3) / 40 km/h

Payload in Germany according to StVZO approx. 14.7 t approx. 13.7 t approx. 20.5 t

Technical payload internally approx. 20.0 t approx. 22.0 t approx. 28.0 t

Empty weight*1 approx. 6.7 t approx. 8.4 t approx. 10.6 t

Permissible support load (max.) 4.0 t 4.0 t 4.0 t

Suspended drawbar standard standard standard

Appendices 55 / 70 cm 55 / 70 cm 55 / 70 cm

Traction requirement (min.) 102 kW (140 hp)  132 kW (180 hp) 147 kW (200 hp)

Oil requirement for thrust unit 21 l 38 l 47 l

Brake axles, load capacity at 40 km/h*2 10 t each / 13 t 10 t each / 13 t 13 t

Axle cross-section / wheel bolts 120 mm (150 mm) /
10-hole

120 mm (150 mm) /
10-hole

150 mm /
10-hole

Track width 1.95 m (2.15 m) 1.95 m (2.15 m) 2.15 m

Permissible tyre diameter (max.) 1,500 mm 1,500 mm 1,500 mm

Suspension 24 t 32 t 36t

Unloading time for m3 of silage maize approx. 35 seconds at 
100 l / minute at 32 m3

approx. 45 seconds at 
100 l / minute at 44.5 m3

approx. 56 seconds at 
100 l / minute at 53 m3

maximum unloading weight approx. 22.0 t
(highly dependent on load)

approx. 24.0 t
(highly dependent on load)

approx. 30.0 t of
(highly dependent on load)

DIMENSIONS IN METRES  RAMBODY680  RAMBODY750  RAMBODY900

Body interior dimensions of the body 6.47 m x 2.37 m x 1.50 m 8.14 m x 2.37 m x 2.00 m 9.56 m x 2.37 m x 2.00 m

Transport volume without attachment 22.3 m³ 38.6 m³ 45.3 m³

Transport volume with 30 cm attachment 27.1 m³ 44.5 m³ 52.5 m³

Transport volume with 60 cm attachment 32.0 m³ - -

Platform height unloaded (p)
with reference tyres*2

1.65 m
560 / 60 R22.5

1.65 m
600 / 55 R26.5

1.65 m
600 / 55 R26.5

Total length (g) 9.07 m 10.62 m 12.00 m

Total height without attachment (f) 3.2 - 3.3 m 3.6 - 3.7 m 3.6 - 3.7 m

Total height with 30 cm attachment (h) 3.5 - 3.6 m 3.9 - 4.0 m 3.9 - 4.0 m

Total height with 60 cm extension (h) 3.8 - 4.0 m - -

Total height with tailgate open (k) 4.5 - 4.6 m 5.2 - 5.3 m 5.2 - 5.3 m

Width centre hitch ring-centre / to vehicle rear (m) 9.12 m 10.54 m 11.94 m

Lower edge of chassis tube (b) min. 1.0 m min. 1.0 m min. 1.0 m

Axle distance (a) 1.55 m 1.55 m (1.81 m)*3 1.55 m (1.81 m)*3

*1 Empty weight and payload depend on equipment. The empty weight is specifi ed with the reference tyres listed.
*2 We use 10-hole axles from the manufacturer BPW. All axles are equipped with automatic slack adjusters (AGS).
*3 Option, depending on equipment.

 Customized

 For export vehicles, higher payloads are sometimes permitted under national homologation.
 The technical data is non-binding. We reserve the right to make design changes.

inner length
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CONTACTCONTACT
ALWAYS THERE FOR YOUALWAYS THERE FOR YOU

OUR SPECIALIST RETAILER
www.krampe.de/en/dealer

OUR SALES TEAM
www.krampe.de/en/distribution

ALL VEHICLE INFORMATION
www.krampe.de/en/products

SERVICE & SPARE PARTS
my.krampe.de

KRAMPE –KRAMPE –
ALWAYS AVAILABLEALWAYS AVAILABLE
A strong team of sales colleagues and over 50 dealers 
in more than 25 countries are happy to assist you from 
consultation to service. Benefi t from our strong network 
throughout Europe.

You can fi nd everything you need quickly and easily on-
line: the contacts of our specialist dealers, the details of 
our sales team, our portal for service and spare parts, 
and all vehicle information. We are here for you.

DIMENSION HEIGHT (MM) MAX. WIDTH (MM) LOAD INDEX

385 / 55 R 22.5 1,001 380 160 J

385 / 65 R 22.5 1,060 390 160 F

425 / 65 R 22.5 1,122 425 165 F

445 / 65 R 22.5 1,150 450 168 K

525 / 65 R 20.5 1,200 521 173 F

24 R 20.5 1,378 604 176 F

500 / 60 R 22.5 1,180 513 155 D

560 / 45 R 22.5 1,080 545 152 D

560 / 60 R 22.5 1,251 570 161 D

580 / 65 R 22.5 1,300 586 166 D

600 / 50 R 22.5 1,181 616 159 D

600 / 55 R 22.5 1,245 600 162 E

650 / 50 R 22.5 1,235 650 163 E

600 / 55 R 26.5 1,348 626 165 D

620 / 55 R 26.5 1,340 620 166 D

650 / 55 R 26.5 1,360 645 167 E

710 / 50 R 26.5 1,390 730 170 E

750 / 45 R 26.5 1,350 750 170 E

800 / 45 R 26.5 1,395 815 174 D

600 / 60 R 30.5 1,496 639 169 D

710 / 50 R 30.5 1,495 727 167 D

Michelin
Profi le XS

Michelin
Trail X-BIB

Aeolus
AE 74

Aeolus
AE 77

BKT
FL 630

BKT
FL 693

Alliance
Profi le 380

Alliance
Profi le 390

Road profi le for 
lorries

Vredestein
Flotation Pro

Vredestein
Flotation Trac

Nokian
CT BAS

Nokian
Country King

Manufacturer's specifi cations may vary

The overview provides detailed information about 
tyre dimensions and tread patterns from leading ma-
nufacturers. Since not all requirements, e. , for off-road 
tyres and road suitability can be combined, we list all 
common wheels. We will be happy to advise you on 
selecting the optimal tyres for your desired application 
in combination with the technical capabilities of your 
vehicle.

TYRESTYRES
WE ARE HAPPY TO ADVISE YOUWE ARE HAPPY TO ADVISE YOU
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KRAMPE FAHRZEUGBAU GMBH
Zusestraße 4, D-48653 Coesfeld, www.krampe.de
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Think about the environment –
download our brochures


